
 Environmental Equipment, Inc. 

IMR® Environmental Equipment, Inc. 

3634 Central Ave. St. Petersburg, FL 33711 USA – Phone: 727-328-2818 – E-mail: Info@imrusa.com 

WWW.IMRUSA.COM 

 TX450 

       THERMO LOGGER 
  

Support Thermocouple Type: K, J, E, T  

250 VAC Isolated input Protection   

         

FEATURES 
 

• Auto range 

• PC interface 

• LED back light 

• Four channel input 

• Four channel display 

• Resolution 0.1
o
C/0.1

o
F 

• With windows software 

• Auto shut off for battery saving 

• 16, 000 records data logger each channel 

• Isolated input protection up to 250VAC 

between any two inputs 

 

Four Channel Display T1-T2 Display 

   

 

 
 

SPECIFICATIONS 
 

Measurement Range: -200
o
C~1372

o
C(K type) 

-328
o
F~2501

o
F(K type) 

Accuracy: -200
o
C~1372

o
C…. +/-0.1rdg + 0.7

o
C 

-328
o
F~…. +/-0.1rdg +0.7

o
F 

Battery: 9V Battery 

Operating Condition: -10
o
C to 50

o
C (<90%RH) 

Storage Condition: -40
o
C to 60

o
C(<75%RH) 

Dimensions: 197mm X 65mm X 36mm 

Weight: Approx. 310g 
 

 


